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BulK PulVERiZERS

more speed, less consumption
Speed valves shorten the working cycle time 
thus less fuel consumption during operation.

save time on maintenance 
Simple replacement of wear parts for 

quick and easy maintenance.

BP 3050 R

lower cost of ownership
Extremely robust design of the moving 
jaw and the housing for longer service 
life even under extreme stresses.

excellent handling
Optional hydraulic rotation drive 
for solid and precise handling.

maintenance kits blades

BP 2050 / 2050 R 3363 1124 63

BP 3050 / BP 3050 R 3363 1124 65

tooth plate complete

3363 1124 64

3363 1124 68

bulk pulverizer bp 2050 bp 2050 r bp 3050 bp 3050 r

Carrier weight class 1) t 18 - 27 22 - 27 25 - 40 30 - 40

Service weight 2) kg 2,050 2,600 3,050 3,850

Jaw opening / max mm 875 875 1,000 1,000

Jaw depth mm 610 610 650 650

Blade length mm 190 190 190 190

Cutting force - upper blades t 290 290 365 365

Crushing force - jaw tip t 90 90 115 115

Operating pressure bar 350 350 350 350

Oil flow l/min 150 – 250 150-250 250-350 250-350

Closing cycling 3) sec 2.5 2.5 2.7 2.7

Opening cycle 3) sec 2.9 2.9 2.9 2.9

Max. operating pressure, rotation bar - 170 - 170

Oil flow, rotation l/min - 35-50 - 35-50

Min. inside diameter hoses and pipes mm 25 25 25 25

DIN EN 10080 mm 1xØ28 1xØ28 1xØ38 1xØ38

Partnumber 3363 1115 84 3363 1119 73 3363 1117 15 3363 1119 60

1) Weight apply to standard carriers only. Any variations must be agreed with Atlas Copco and/or the carrier manufacturer. 
2) Pulverizer with medium-sized adapter. 3) With max Oil flow. 4) Limitation of cutting steel. Important: More detailed technical 
specifications are available in the product Safety and Operating Instructions at www.acprintshop.com (see table above for ID number).

Carrier weight classes
This table provides a rough guide. For a 
perfect fit between carrier and attachment, 
contact your Atlas Copco customer center or 
your local dealer.

bp 3050

bp 2050

0 5 10 15 20 25 30 35 40  t

Suitable pulverizers

bp 2050 r

bp 3050 r

efficient demolition, big volume
High power at the jaw tips, even when the jaw is 
almost closed, helps to demolish structures with less 
bites. Huge jaw dimensions for high throughput.
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Sort and recycle all fractions
MG multi grapples complete Atlas Copco’s range of silent 
demolition tools. The MG multi grapple line comprises 12 
models, suitable for mounting on carriers of between 0.7 and 
80 metric tons. Thanks to their particularly robust design, 
they are suitable both for sorting and loading demolished 

materials as well as for demolishing light buildings (masonry, 
wooden structures). Atlas Copco’s multi grapple concept is 
offering low operating weight with high gripping volume. 
Maximum loading performance and high gripping force help 
to increase the demolition performance as well.

excellent handling 
Thanks to 360° hydraulic rotary 
drive as standard.

durable all the way 
Special heat-treated chromed 

cylinder rods provide better 
protection against damages.

precision handling
Synchronized jaw closing facilitates 
handling of thin material.

extremely robust 
for the toughest Job 

The grapples and housing are made of HARDOX 
steel to withstand rough and tough conditions.

steady grip 
Two rotation engines (from 
MG 1000 upwards) for reliable 
handling of gripped material.

power enables control 
Two powerful hydraulic cylinders deliver 
virtually constant closing force (from MG 
1000 upwards).

lower cost of ownership
Replaceable and reversable blades 

reduce cost of ownership.

high capacity
For increased efficiency in

sorting and loading applications.

MG 5000
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MulTi GRAPPlES

multi grapples mg 100 mg 200 mg 300 mg 400 mg 500 mg 800

Carrier weight class 1) t 0.7-1.2 1.2-3 2-5 4-8 5-9 10-16

Service weight 2) kg 90 175 290 450 460 825

Max. closing force t 0,6 1.5 2 2.3 2.4 3.8

Oil flow, open / close l/min 15 25 35 40 35-50 70-100

Operating pressure, o / c bar 300 300 300 300 300 350

Rotary drive hydr. hydr. hydr. hydr. hydr. hydr.

Oil flow, rotation l/min 3-5 5-10 5-10 10-15 10-15 20-25

Operating pressure, rotation bar 150-170 150-170 150-170 150-170 150-170 190-210

Capacity l 30 70 100 150 200 400

Jaw opening mm 600 750 1,100 1,400 1,500 1,700

Grapple width mm 300 450 500 600 700 800

Part number 3363 1036 50 3363 1036 51 3363 1036 52 3363 1036 53 3363 0982 20 3363 0982 21

multi grapples mg 1000 mg 1500 mg 1800 mg 2300 mg 2700 mg 5000

Carrier weight class 1) t  12-20 17-28 20-28 25-38 28-50 50-80

Service weight 2) kg 1,150 1,700 1,800 2,280 2,750 5,300

Max. closing force t 4.6 6.8 6.8 8 9 13

Oil flow, open / close l/min 85-120 120-170 150-170 160-180 180-200 280-300

Operating pressure, o / c bar 350 350 350 350 350 350

Rotary drive hydr. hydr. hydr. hydr. hydr. hydr.

Oil flow, rotation l/min 20-25 30-35 30-35 30-35 30-35 50-60

Operating pressure, rotation bar 190-210 190-210 190-210 190-210 190-210 190-210

Capacity l 500 800 850 900 1,000 1,600

Jaw opening mm 1,950 2,100 2,100 2,250 2,230 3,000

Grapple width mm 800 1,000 1,200 1,200 1,200 1,500

Part number 3363 0982 22 3363 0982 23 3363 0982 24 3363 1124 62 3363 0982 25 3363 1036 55

Data for MG 100 - MG 500 at 300 bar, MG 800 - MG 5000 at 350 bar operating pressure 1) Weights apply to standard carriers only. Any variances must be agreed with Atlas Copco and/or 
the carrier manufacturer prior to attachment. 2) with medium-sized adapter, without extra blades. Important: More detailed technical specifications are available in the product Safety 
and Operating Instructions (ID-number: 3390 5068 01) at www.acprintshop.com

maintenance kits part number

Set of blades MG 100 3363 1061 23

Set of blades MG 200 3363 1060 52

Set of blades MG 300 3363 1062 46

Set of blades MG 400 3363 1062 47

Set of blades MG 500 3363 0982 81

Set of blades MG 800 / MG 1000 3363 0982 82

Set of blades MG 1500 3363 0982 83

Set of blades MG 1800 3363 0982 84

Set of blades MG 2700 3363 0982 85

Set of blades MG 5000 3363 1036 88

Carrier weight classes
This table provides a rough guide. For a perfect fit between carrier and 
attachment, contact your Atlas Copco customer center or your local dealer.

mg 5000

mg 2700

0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 t

mg 100

mg 200

mg 300

mg 400

mg 500

mg 800

mg 1000

mg 1500

mg 1800

mg 2300

Suitable grapple



www.atlascopco.com
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SuStainable Productivity 

An investment in quality is an investment in sustainability and reliability. Intelligent 
engineering, top quality materials, first-class components and modern engines with 
low fuel consumption and emissions, contribute to long lasting machines with high 
trade-in values. To keep things that way and to maximize your uptime we provide  
reliable service whenever and wherever you need it. At the end of the day, you get 
the job done with good results. Atlas Copco’s goal is to help you reduce maintenance, 
increase efficiency and keep life cycle costs down.
 
Use only authorized parts. Any damage or malfunction caused by the use of unauthorized parts is not covered 
by Warranty or Product Liability. 

www.silent-demolition.com


